
Robust

Beacon Sounder

Two year life

Easy to read
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STATEBOURNE
c r y o g e n i c s

Audible alarm

C r y o g e n i c  i n n o v a t i o n  &  t e c h n o l o g y 
y o u  c a n  t r u s t . . . .



l   Internal O2 sensor
      providing up to 24 months      
      life span.

l   Local sounder and
      visual indication
      of % O2 via LCD display.

l   Beacon/Sounder for 
      remote positioning to warn        
      against room entry in    
      alarm condition.

l   Normal operating filter 
      prevents alarms during
      routine fill cycles.

l   Easy calibration 
      via front panel key switch.

l   Auto reset after 
      alarm event (18%).

l   LED Indication of 
      system status and 
      calibration state.

l   Mains powered  

l   Part Number 9702256

Product 
Features

 Size of Main Unit 200 x135 x125.
 Size of Remote Alarm Unit 200 x 120 x100.
 Visual Alarms Red Flashing Xenon.
 Audible Alarms 95db-105db sounder.
 Supply 230 vac Via Standard Mains socket.
 15m / 6 core cable to Remote Alarms (s)
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Tel:  +44 (0) 191 416 4104      

18 Parsons Road, 
Parsons Industrial Estate,
Washington, 
Tyne and Wear
NE37 1EZ
England.

Web: www.statebourne.comStatebourne Cryogenics

Fax: +44 (0) 191 415 0369       

Email: info@statebourne.com
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